
EXISTING MECHANICAL TIE-DOWNExisiting H-Frame Securement
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INSTALL INSTRUCTIONS

Step 1: 

•	 Identify the tieback location on the exisiting 
H-frame per engineering reccomendations.

Step 2:

Step 3: 

•	 Install the 30-30 brackets with the stainless 
steel gear provided

•	 Mark the location of the U-anchors per 
engineer recommendations.

•	 ***The distance from the frame should not 
exceed 24 inches.*
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Step 4: 

•	 Align the U-Anchors at center point locations 
previously determined.

•	 Once aligned, fasten the U-Anchor over the 
roofing membrane to the deck using the 
specified type of fasteners as per design 
requirements.

•	 Follow U-Anchor install instructions provided 
by Anchor Products to complete the 
installation of the U-Anchor.

Step 5:

Step 6: 

•	 Install tthimble to 30/30 bracket eyelet on 
30/30 bracket.

•	 Thread the cable through the eyelet and 
thimble.

•	 Loop the wire rope back on itself and remove 
slack.

•	 With the cable tight, secure the first wire rope 
clip as close to the opposing 30/30 bracket 
as possible.

•	 Wire rope clips should be installed with the 
“nut side on the live end and the u-bar on the 
dead or cut end.

•	 Firmly tighten the nuts evenly by alternating.
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Step 7: 

•	 Repeat step 6, securing the second wire

•	 *If the guy wire is 3/16” wire, secure the 
second clip 3 3/4” above the first clip.

•	 *If the guy wire is 5/16” wire, secure the 
second clip 6 1/2” above the first clip.

Step 8:

Step 9:

•	 Place the bracket with the attached cable 
onto the U-Anchor bolt.

•	 Loosely secure the washer and nut onto the 
bracket and bolt. 

•	 Extend the turnbuckle to allow for proper 
tensioning later
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Step 10: 

•	 Repeat steps 8 & 9 on the other side to 
complete the installation
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